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Fixture Type

Job Name

The Running Magnet 2.0 - Workmates Large  

High-tech LED lighting system for interior architecture.

Workmates Large  - High Efficiency

Luminaire for use on The Running Magnet system. High-efficiency light source. This can rotate by 360° on the axis of its rear arm to reach any 

position relative to the track (from parallel to perpendicular). UGR<19. EN12464 - cd/m2 @ 65º<3000 compliant. Casambi, máximum distance 

between fixtures: 50m.

Visible
limit

1.1
’’

0
.5

’’

3.
93

’’

3.
9

7’
’

5.07’’

15.27’’

How to Specify	 ex. 05.6440..40

Beam AngleCRI

90

90

90

WF 74

WF 74

WF 74

WF 71

WF 71

WF 71

CCT

3000K

3500K

4000K

Initial Lumens

1682  lm

1707  lm

1732  lm

Dimming Protocol

* For “All White” Finish

Part Number         

05.6440

05.6441

05.6442

Finish   

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

Watts

13.5W

13.5W

13.5W

12.5W

12.5W

12.5W

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

Photometrics Workmates Small High Efficiency

ALL WHITE

74°
90º

60º

30º

90º

60º

30º1065 cd

Beam Angle: 74°

h(m) E(lx) D(m)

1 893 1.50

2 223 3.00

3 99 4.51

4 56 6.01

5 36 7.51
Luminous flux luminaire
1411 lm

74°
90º

60º

30º

90º

60º

30º1080 cd

Beam Angle: 74°

h(m) E(lx) D(m)

1 906 1.50

2 227 3.00

3 101 4.51

4 57 6.01

5 36 7.51
Luminous flux luminaire
1432 lm

74°
90º

60º

30º

90º

60º

30º1096 cd

Beam Angle: 74°

h(m) E(lx) D(m)

1 920 1.50

2 230 3.00

3 102 4.51

4 57 6.01

5 37 7.51
Luminous flux luminaire
1453 lm

3000K 3500K 4000K

All White

Anodized Silver

WIDE 
FLOOD

WIDE 
FLOOD

WIDE 
FLOOD

White

Black
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Fixture Type

Job Name

The Running Magnet 2.0 - Workmates Large  

High-tech LED lighting system for interior architecture.

Workmates Large  - High Efficiency How to Specify	 ex. 05.6440..40

Beam AngleCRI

90

90

90

90

90

90

Oval 72

Oval 71

Oval 72

Oval 71

Oval 72

Oval 71

CCT

3000K

3000K

3500K

3500K

4000K

4000K

Initial Lumens

1682  lm

1682  lm

1707  lm

1707  lm

1732  lm

1732  lm

Dimming Protocol

* For “All White” Finish

Part Number         

05.5940

05.6445

05.5941

05.6446

05.5942

05.6447

Finish   

14 = Black

14 = Black

14 = Black

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

Watts

13.5W

13.5W

13.5W

13.5W

13.5W

13.5W

12.5W

12.5W

12.5W

12.5W

12.5W

12.5W

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

Photometrics Workmates Small High Efficiency

ALL WHITE

72°
90º

60º

30º

90º

60º

30º1102 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 894 1.45

2 224 2.89

3 99 4.34

4 56 5.79

5 36 7.23
Luminous flux luminaire
1396 lm

72°
90º

60º

30º

90º

60º

30º1119 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 908 1.45

2 227 2.89

3 101 4.34

4 57 5.79

5 36 7.23
Luminous flux luminaire
1417 lm

72°
90º

60º

30º

90º

60º

30º1135 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 921 1.45

2 230 2.89

3 102 4.34

4 58 5.79

5 37 7.23
Luminous flux luminaire
1438 lm

3000K 3500K 4000K

High Comfort 66

High Comfort 66

High Comfort 66

66°
90º

60º

30º

90º

60º

30º1438 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1436 1.31

2 359 2.61

3 160 3.92

4 90 5.23

5 57 6.54
Luminous flux luminaire
1493 lm

66°
90º

60º

30º

90º

60º

30º1449 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1447 1.31

2 362 2.61

3 161 3.92

4 90 5.23

5 58 6.54
Luminous flux luminaire
1504 lm

66°
90º

60º

30º

90º

60º

30º1466 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1464 1.31

2 366 2.61

3 163 3.92

4 92 5.23

5 59 6.54
Luminous flux luminaire
1522 lm

OVAL OVAL OVAL

HIGH
COMFORT

HIGH
COMFORT

HIGH
COMFORT
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Fixture Type

Job Name

How to Specify	 ex. 05.6450..40

Beam AngleCRI

90

90

90

WF 75

WF 75

WF 75

WF 74

WF 74

WF 74

CCT

3000K

3500K

4000K

Initial Lumens

1245  lm

1256  lm

1266  lm

Dimming Protocol

* For “All White” Finish

Part Number         

05.6450

05.6451

05.6452

Finish   

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

Watts

13.5W

13.5W

13.5W

12.5W

12.5W

12.5W

Workmates Large - Full Spectrum

Luminaire for use on The Running Magnet system. High-quality colour rendering Full Spectrum light source. This can rotate by 360° on the axis of 

its rear arm to reach any position relative to the track (from parallel to perpendicular). UGR<19. EN12464 - cd/m² @ 65º<3000 compliant. Casambi, 

máximum distance between fixtures: 50m.

Visible
limit

1.1
’’

0
.5

’’

3.
93

’’

3.
9

7’
’

5.07’’

15.27’’

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

The Running Magnet 2.0 - Workmates Large  

High-tech LED lighting system for interior architecture.

Photometrics Workmates Small Full Spectrum

ALL WHITE

75°
90º

60º

30º

90º

60º

30º733 cd

Beam Angle: 75°

h(m) E(lx) D(m)

1 659 1.52

2 165 3.05

3 73 4.57

4 41 6.10

5 26 7.62
Luminous flux luminaire
1005 lm

75°
90º

60º

30º

90º

60º

30º740 cd

Beam Angle: 75°

h(m) E(lx) D(m)

1 665 1.52

2 166 3.05

3 74 4.57

4 42 6.10

5 27 7.62
Luminous flux luminaire
1014 lm

75°
90º

60º

30º

90º

60º

30º746 cd

Beam Angle: 75°

h(m) E(lx) D(m)

1 670 1.52

2 168 3.05

3 74 4.57

4 42 6.10

5 27 7.62
Luminous flux luminaire
1022 lm

3000K 3500K 4000K

All White

Anodized Silver

WIDE 
FLOOD

WIDE 
FLOOD

WIDE 
FLOOD

White

Black
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Fixture Type

Job Name

How to Specify	 ex. 05.6450..40

Beam AngleCRI

90

90

90

90

90

90

Oval 72

Oval 71

Oval 72

Oval 71

Oval 72

Oval 71

CCT

3000K

3000K

3500K

3500K

4000K

4000K

Initial Lumens

1245  lm

1245  lm

1256  lm

1256  lm

1266  lm

1266  lm

Dimming Protocol

* For “All White” Finish

Part Number         

05.6455

05.5950

05.6456

05.5951

05.6457

05.5952

Finish   

14 = Black

14 = Black

14 = Black

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

Watts

13.5W

13.5W

13.5W

13.5W

13.5W

13.5W

12.5W

12.5W

12.5W

12.5W

12.5W

12.5W

Workmates Large - Full Spectrum

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

The Running Magnet 2.0 - Workmates Large  

High-tech LED lighting system for interior architecture.

Photometrics Workmates Small Full Spectrum

ALL WHITE

3000K 3500K 4000K

72°
90º

60º

30º

90º

60º

30º786 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 637 1.45

2 159 2.89

3 71 4.34

4 40 5.79

5 25 7.23
Luminous flux luminaire
995 lm

72°
90º

60º

30º

90º

60º

30º793 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 643 1.45

2 161 2.89

3 71 4.34

4 40 5.79

5 26 7.23
Luminous flux luminaire
1004 lm

72°
90º

60º

30º

90º

60º

30º799 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 648 1.45

2 162 2.89

3 72 4.34

4 41 5.79

5 26 7.23
Luminous flux luminaire
1012 lm

66°
90º

60º

30º

90º

60º

30º1047 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1046 1.31

2 261 2.61

3 116 3.92

4 65 5.23

5 42 6.54
Luminous flux luminaire
1087 lm

66°
90º

60º

30º

90º

60º

30º1058 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1056 1.31

2 264 2.61

3 117 3.92

4 66 5.23

5 42 6.54
Luminous flux luminaire
1098 lm

66°
90º

60º

30º

90º

60º

30º1075 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1074 1.31

2 268 2.61

3 119 3.92

4 67 5.23

5 43 6.54
Luminous flux luminaire
1116 lm

High Comfort 66

High Comfort 66

High Comfort 66

OVAL OVAL OVAL

HIGH
COMFORT

HIGH
COMFORT

HIGH
COMFORT


