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Architectural

The Running Magnet 2.0 - Light Shadow Spot 30

High-tech LED lighting system for interior architecture.

Light Shadow Spot 30

LED accent lighting module for installation in The Running Magnet system. For wireless control of luminaires, please select Casambi integrated
versions. Accessories available, (honeycomb and CCT dichroic filters).
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How to Specify ex. 05.9100.EQ
‘ CCT ‘ CRI ‘ Initial Lumens | Delivered Lumens ‘ Part Number ‘ Finish Beam Angle Watts Dimming Protocol
‘ 2700K ‘ 209 Im ‘ 05.9100 (] 40 White "
‘ 2700K ‘ 20 201 Im ‘ 059101 W 14 Black 22 + On Board Dimmer

257 Im I EQBrushed Copper  |[———— | 4w ?\;-\:1[_313{/2
‘ 2700K ‘ 90 200 Im ‘ 059102 " ERBrushed Steel 33 + CB = Casambi Integrated
‘ 2700K ‘ 90 209 Im ‘ 059103 || ESBrushed Bronze | 4¢
‘ 3000K ‘ 20 214 Im ‘ 05.9105 (] 40 White "
‘ 3000k ‘ 90 205 Im ‘ 059106 W 14 Black 22 - On Board Dimmer

263 Im I £ Brushed Copper 4w ?\;-\:1[_313{/2
‘ 3000K ‘ 90 204 Im ‘ 05.9107 " ERBrushed Steel 33 + CB = Casambi Integrated
‘ 3000K ‘ 90 214 Im ‘ 059108 [ ES Brushed Bronze 26
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The Running Magnet 2.0 - Light Shadow Spot 30

High-tech LED lighting system for interior architecture.

Photometrics
Eﬁs;&‘é %ﬁ Beam Angle: 10 . T Beam Angle:  22° . Beam Angle:  33° Beam Angle:  46°
IR h E()_ D h E(x) DI h Ex) DI h Ex) DI
10° "vllljlhl\t\\s\’. W 200 m ('“)(7*’("; 330 W W
SPOT "‘Ill“ 1377 0.18 MEDIUM f 11374 03 FLOOD 1 625 0.60 1 396 0.84
}""“l"" 2943 036 2 344 078 2 15 119 2 99 1.69
g...“l"" 3 419 054 3153 147 369 179 3 44 253
." 'ﬂ 4 236 072 4 86 156 4 39 239 4 25 338
hm " 5 151 0.90 5 55 1.95 5 25 299 5 16 422
Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire
209 Im 201 Im 200 Im 209 Im

3000K

Beam Angle:  10° Beam Angle:  22° Beam Angle:  33° Beam Angle:  46°

0% 90° 120 90° 190 90° 120 90°
10° h(m) _E(x) _D(m) 200 h(m) E(x)  D(m) 330 him) E(x)  D(m) him) E(x) D(m)
SPOT l60° %0° 13862 0.18 MEDIUM  [50¢ %0°) 11402 039 FLOOD 60° %0°) 1 638 0.60 WIDE 60° %0°) 1 406 0.84
2 966 0.36 2 350 0.78 2 159 119 FLOOD 2 101 1.69
3 429 054 3 156 1.17 3 71179 3 45 253
4 241 072 4 88 1.56 4 40 239 4 25 338
302 3862 cd 30¢ 5 154 0.90 302 1402 cd 30 5 56 1.95 30° 638 cd 30°] 5 26 299 302 406 cd 30 5 16 4.22

Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire

2141m 205 Im 2041m 2141m

Optional Accessories

Honeycomb CCT Increaser Filter D58 CCT Decreaser Filter D12
2700K > 3125+75K 2700K >» 2450+75K
3000K » 3600+£75K 3000K » 2700+£75K

Part Number: Part Number: Part Number:

08.0790.00 08.0791.00 08.0792.00
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