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Fixture Type

Job Name

The Running Magnet 2.0 - Workmates Small 

High-tech LED lighting system for interior architecture.

Workmates Small - High Efficiency

Luminaire for use on The Running Magnet system. High-efficiency light source. This can rotate by 360° on the axis of its rear arm to reach any 

position relative to the track (from parallel to perpendicular). UGR<19. EN12464 - cd/m2 @ 65º<3000 compliant. Casambi, máximum distance 

between fixtures: 50m.

How to Specify	 ex. 05.6420..40

Beam AngleCRI

90

90

90

WF 76

WF 76

WF 76

WF 75

WF 75

WF 75

CCT

3000K

3500K

4000K

Initial Lumens

1260  lm

1271  lm

1289  lm

Dimming Protocol

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

* For “All White” Finish

Part Number         

05.6420

05.6421

05.6422

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

Finish   

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

Watts

10W

10W

10W

10.5W

10.5W

10.5W

Visible
limit

1.1
’’

0
.5

’’

3.
93

’’

3.
9

7’
’

5.07’’

11.02’’

Photometrics Workmates Small High Efficiency

3000K

ALL WHITE

3500K 4000K

76°
90º

60º

30º

90º

60º

30º743 cd

Beam Angle: 76°

h(m) E(lx) D(m)

1 661 1.55

2 165 3.10

3 73 4.66

4 41 6.21

5 26 7.76
Luminous flux luminaire
1022 lm

76°
90º

60º

30º

90º

60º

30º750 cd

Beam Angle: 76°

h(m) E(lx) D(m)

1 666 1.55

2 167 3.10

3 74 4.66

4 42 6.21

5 27 7.76
Luminous flux luminaire
1031 lm

76°
90º

60º

30º

90º

60º

30º761 cd

Beam Angle: 76°

h(m) E(lx) D(m)

1 676 1.55

2 169 3.10

3 75 4.66

4 42 6.21

5 27 7.76
Luminous flux luminaire
1046 lm

All White

Anodized Silver

WIDE 
FLOOD

WIDE 
FLOOD

WIDE 
FLOOD

White

Black
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Fixture Type

Job Name

The Running Magnet 2.0 - Workmates Small 

High-tech LED lighting system for interior architecture.

Workmates Small - High Efficiency How to Specify	 ex. 05.5920..40

90

90

90

High Comfort 66

High Comfort 66

High Comfort 66

3000K

3500K

4000K

1260  lm

1271  lm

1299  lm

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

* For “All White” Finish

05.5920

05.5921

05.5922

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

10W

10W

10W

10.5W

10.5W

10.5W

90

90

90

Oval 72

Oval 71

Oval 72

Oval 71

Oval 72

Oval 71

3000K

3500K

4000K

1260  lm

1271  lm

1289  lm

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

05.6425

05.6426

05.6427

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

10W

10W

10W

10.5W

10.5W

10.5W

Beam AngleCRICCT Initial Lumens Dimming ProtocolPart Number         Finish   Watts

Photometrics Workmates Small High Efficiency

ALL WHITE

72°
90º

60º

30º

90º

60º

30º791 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 633 1.45

2 158 2.89

3 70 4.34

4 40 5.78

5 25 7.23
Luminous flux luminaire
994 lm

66°
90º

60º

30º

90º

60º

30º1064 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1062 1.31

2 266 2.61

3 118 3.92

4 66 5.23

5 42 6.54
Luminous flux luminaire
1104 lm

72°
90º

60º

30º

90º

60º

30º798 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 639 1.45

2 160 2.89

3 71 4.34

4 40 5.78

5 26 7.23
Luminous flux luminaire
1003 lm

66°
90º

60º

30º

90º

60º

30º1074 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1073 1.31

2 268 2.61

3 119 3.92

4 67 5.23

5 43 6.54
Luminous flux luminaire
1115 lm

72°
90º

60º

30º

90º

60º

30º809 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 648 1.45

2 162 2.89

3 72 4.34

4 40 5.78

5 26 7.23
Luminous flux luminaire
1017 lm

66°
90º

60º

30º

90º

60º

30º1091 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 1090 1.31

2 272 2.61

3 121 3.92

4 68 5.23

5 44 6.54
Luminous flux luminaire
1133 lm

3000K 3500K 4000K

OVAL

HIGH
COMFORT

HIGH
COMFORT

HIGH
COMFORT

OVAL OVAL
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Fixture Type

Job Name

The Running Magnet 2.0 - Workmates Small  

High-tech LED lighting system for interior architecture.

How to Specify	 ex. 05.6430..40

Beam AngleCRI

90

90

90

WF 76

WF 76

WF 76

WF 75

WF 75

WF 75

CCT

3000K

3500K

4000K

Initial Lumens

934  lm

942  lm

950  lm

Dimming Protocol

* For “All White” Finish

Part Number         

05.6430

05.6431

05.6432

Finish   

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

Watts

10W

10W

10W

10.5W

10.5W

10.5W

Workmates Small - Full Spectrum

Luminaire for use on The Running Magnet system. High-quality colour rendering Full Spectrum light source. This can rotate by 360° on the axis of 

its rear arm to reach any position relative to the track (from parallel to perpendicular). UGR<19. EN12464 - cd/m2 @ 65º<3000 compliant. Casambi, 

máximum distance between fixtures: 50m.

Visible
limit

1.1
’’

0
.5

’’

3.
93

’’

3.
9

7’
’

5.07’’

11.02’’

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

Photometrics Workmates Small Full Spectrum

3000K

ALL WHITE

3500K 4000K

76°
90º

60º

30º

90º

60º

30º551 cd

Beam Angle: 76°

h(m) E(lx) D(m)

1 490 1.55

2 122 3.10

3 54 4.66

4 31 6.21

5 20 7.76
Luminous flux luminaire
758 lm

76°
90º

60º

30º

90º

60º

30º556 cd

Beam Angle: 76°

h(m) E(lx) D(m)

1 494 1.55

2 123 3.10

3 55 4.66

4 31 6.21

5 20 7.76
Luminous flux luminaire
764 lm

76°
90º

60º

30º

90º

60º

30º561 cd

Beam Angle: 76°

h(m) E(lx) D(m)

1 498 1.55

2 125 3.10

3 55 4.66

4 31 6.21

5 20 7.76
Luminous flux luminaire
771 lm

All White

Anodized Silver

WIDE 
FLOOD

WIDE 
FLOOD

WIDE 
FLOOD

White

Black
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Fixture Type

Job Name

The Running Magnet 2.0 - Workmates Small  

High-tech LED lighting system for interior architecture.

How to Specify	 ex. 05.5930..40

90

90

90

High Comfort 66

High Comfort 66

High Comfort 66

3000K

3500K

4000K

934  lm

945  lm

963  lm

* For “All White” Finish

05.5930

05.5931

05.5932

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

10W

10W

10W

10.5W

10.5W

10.5W

Workmates Small - Full Spectrum

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

90

90

90

Oval 71

Oval 72

Oval 72

Oval 71

Oval 72

Oval 71

3000K

3500K

4000K

934  lm

942  lm

950  lm

05.6435

05.6436

05.6437

14 = Black

14 = Black

14 = Black

AP = Aluminized Silver

AP = Aluminized Silver

AP = Aluminized Silver

40 = White       

40 = White       

40 = White       

40.78 = All White       

40.78 = All White       

40.78 = All White       

10W

10W

10W

10.5W

10.5W

10.5W

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 DA / YU* = Dali 2
•	 CB / C6* = Casambi

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

•	 Non Dimmable
•	 1V / RX* = 0-10V

Photometrics Workmates Small Full Spectrum

ALL WHITE

72°
90º

60º

30º

90º

60º

30º586 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 469 1.45

2 117 2.89

3 52 4.34

4 29 5.78

5 19 7.23
Luminous flux luminaire
737 lm

72°
90º

60º

30º

90º

60º

30º591 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 473 1.45

2 118 2.89

3 53 4.34

4 30 5.78

5 19 7.23
Luminous flux luminaire
743 lm

72°
90º

60º

30º

90º

60º

30º597 cd

Beam Angle: 72°

h(m) E(lx) D(m)

1 478 1.45

2 119 2.89

3 53 4.34

4 30 5.78

5 19 7.23
Luminous flux luminaire
750 lm

66°
90º

60º

30º

90º

60º

30º809 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 808 1.31

2 202 2.61

3 90 3.92

4 51 5.23

5 32 6.54
Luminous flux luminaire
840 lm

66°
90º

60º

30º

90º

60º

30º820 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 819 1.31

2 205 2.61

3 91 3.92

4 51 5.23

5 33 6.54
Luminous flux luminaire
851 lm

66°
90º

60º

30º

90º

60º

30º837 cd

Beam Angle: 66°

h(m) E(lx) D(m)

1 836 1.31

2 209 2.61

3 93 3.92

4 52 5.23

5 33 6.54
Luminous flux luminaire
869 lm

3000K 3500K 4000K

Beam AngleCRICCT Initial Lumens Dimming ProtocolPart Number         Finish   Watts

OVAL OVAL OVAL

HIGH
COMFORT

HIGH
COMFORT

HIGH
COMFORT


