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Fixture Type

Job Name

Light Shadow Spot 45 

LED accent lighting module for installation in The Running Magnet system. For wireless control of luminaires, please select Casambi integrated 

versions. Accessories available, (honeycomb and CCT dichroic filters).
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How to Specify	 ex. 05.9130.EQ

Beam AngleCRI
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CCT

2700K

3000K

2700K

3000K

2700K

3000K

Initial Lumens Delivered Lumens

756  lm

799  lm

650  lm

650  lm

645  lm

645  lm

646  lm

646  lm

Dimming ProtocolPart Number         

05.9130

05.9135

05.9131

05.9136

05.9132

05.9137

Finish   Watts

10W

10W

•	 On Board Dimmer
•	 DA = Dali 2
•	 1V = 1-10V
•	 CB = Casambi Integrated

•	 On Board Dimmer
•	 DA = Dali 2
•	 1V = 1-10V
•	 CB = Casambi Integrated

The Running Magnet 2.0  - Light Shadow Spot 45    

High-tech LED lighting system for interior architecture.

40 White

ER Brushed Steel

14 Black

ES Brushed Bronze

EQ Brushed Copper

40 White

ER Brushed Steel

14 Black

ES Brushed Bronze

EQ Brushed Copper

40 White

ER Brushed Steel

14 Black

ES Brushed Bronze

EQ Brushed Copper
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Job Name

Photometrics

2700K

3000K

The Running Magnet 2.0  - Light Shadow Spot 45    

High-tech LED lighting system for interior architecture.

Optional Accessories 

Honeycomb

Part Number: 
08.0793.00

CCT Increaser Filter D58

2700K >> 3125±75K

3000K >> 3600±75K

Part Number: 
08.0794.00

CCT Decreaser Filter D12

2700K >> 2450±75K

3000K >> 2700±75K

Part Number: 
08.0795.00

15°
90º

60º

30º

90º

60º

30º8012 cd

Beam Angle: 15°

h(m) E(lx) D(m)

1 8012 0.27

2 2003 0.54

3 890 0.80

4 501 1.07

5 320 1.34
Luminous flux luminaire
650 lm

15°
90º

60º

30º

90º

60º

30º8012 cd

Beam Angle: 15°

h(m) E(lx) D(m)

1 8012 0.27

2 2003 0.54

3 890 0.80

4 501 1.07

5 320 1.34
Luminous flux luminaire
650 lm

SPOT

SPOT

21°
90º

60º

30º

90º

60º

30º5163 cd

Beam Angle: 21°

h(m) E(lx) D(m)

1 5163 0.36

2 1291 0.73

3 574 1.09

4 323 1.46

5 207 1.82
Luminous flux luminaire
645 lm

21°
90º

60º

30º

90º

60º

30º5163 cd

Beam Angle: 21°

h(m) E(lx) D(m)

1 5163 0.36

2 1291 0.73

3 574 1.09

4 323 1.46

5 207 1.82
Luminous flux luminaire
645 lm

MEDIUM

MEDIUM

31°
90º

60º

30º

90º

60º

30º2297 cd

Beam Angle: 31°

h(m) E(lx) D(m)

1 2296 0.56

2 574 1.11

3 255 1.67

4 144 2.22

5 92 2.78
Luminous flux luminaire
646 lm

31°
90º

60º

30º

90º

60º

30º2297 cd

Beam Angle: 31°

h(m) E(lx) D(m)

1 2296 0.56

2 574 1.11

3 255 1.67

4 144 2.22

5 92 2.78
Luminous flux luminaire
646 lm
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FLOOD


