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Running Magnet 2.0 Recessed 
High-tech LED lighting system for interior architecture.

Spot 120

Accent lighting LED module to be installed in The Running Magnet 2.0 System. Built-in DC/DC electronic voltage converter. Built-in dimming knob 
on board fixture (from 39-100%), DALI and 0-10V (from 10-100%) Standard beam spread are 25º and 33º. Honeycomb and cross baffle included.
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* Dimmable on board 12.5W, DALI and 0-10V Dimming fixtures are 14W         

CRI        

CRI        

90

90

90

90

90

90

90

90

2700K

2700K

2700K

2700K

3000K

3000K

3000K

3000K

706lm

706lm

985lm

985lm

430lm

430lm

985lm

985lm

731lm

731lm

1060lm

1060lm

444lm

444lm

1060lm

1060lm

12.5W

14W

12.5W

14W

25º

25º

33º

33º

Delivered
Lumens

Delivered
Lumens

Initial 
Lumens

Initial 
Lumens

Watts*

Watts*

Beam
Spread

Beam
Spread

Finish

Finish

Part Number 
0-10V Dimming

Part Number 
0-10V Dimming

03.6285
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Part Number

03.6285
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Part Number

14 = Black

14 = Black

40 = White

40 = White

.90 = Dimmable on board (12.5W)

.9V = 0-10V (14W)

.DD = DALI (14W)

How to Specify		  ex. 03.6285.14.90
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Beam Angle: 25°

h(m) E(lx) D(m)

1 3441 0.45

2 860 0.89

3 382 1.34

4 215 1.78

5 138 2.23
Luminous flux luminaire
731 lm (EXTREME CUT OFF)

33°
90º

60º

30º

90º

60º

30º1400 cd

Beam Angle: 33°

h(m) E(lx) D(m)

1 1400 0.58

2 350 1.16

3 156 1.75

4 88 2.33

5 56 2.91
Luminous flux luminaire
444 lm (EXTREME CUT OFF)


