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Running Magnet 2.0 Recessed 
High-tech LED lighting system for interior architecture.

Find Me Suspension
Decorative modules can be rapidly exchanged and repositioned without tools. Light elements are quick to position and connect automatically 
through the magic of magnets. Built-in dimming knob allows fixture to dim from 20-100%, DALI and 0-10V from 10-100%.

Dimming ProtocolCCT         CRI        

90

90

3000K

2700K

600 365lm

560 344lm

8W 14º

8W 14º

03.6273

03.6272

Initial Lumens Delivered
Lumens

Watts Beam 
Spread

FinishPart Number

Find Me Suspension 14 = Black

06 = Chrome

30 = White       

How to Specify   	 ex. 03.6273.30C90

C90 = Dimmable on board

.DD = DALI

.9V = 0-10V

2.8
‘‘

118
‘‘

8
.7‘‘

ø 1.3‘‘

[30
0

0
 m

m
]

M
A

X
.

5.11‘‘

14°
90º

60º

30º

90º

60º

30º4881 cd

Beam Angle: 14°

h(m) E(lx) D(m)

1 4881 0.24

2 1220 0.49

3 542 0.73

4 305 0.97

5 195 1.21
Luminous flux luminaire
365 lm (EXTREME CUT OFF)


