
FLOS.  USA
36 East  31st  St reet
Su i te  402
New York  N.Y.  10016
(800 )  841.4011

Page 1 of 5

For more information contact your representative or go to architectural.flosusa.com 
©2025 Specifications and dimensions subject to change without notice. Issued 08.28.2025

Fixture Type

Job Name

EasyKap 30 Fixed
NON-IC Ceiling Recessed Trim Downlight

Description

Recessed luminaire with LED light source. Power supply not included. Installation frame 
not necessary.

Lamps Type

Wattage

Output Nominal

Color Temperature

Color rendering

Power LED

2.5W

222 lm / 229 lm

2700K - 3000K

CRI 90

Lamp

Material

Aiming

Weight

Ingress Protection Rating

Finishes

Installation type

Environment

Ceiling Recessed

Indoor dry location

Aluminum 

Fixed

0.18 Lbs

IP20 / IP54

Painted lacquer

Beam Angle

Lighting Type

Light Distribution

19º/ 27º/ 34º/53º 

Direct

Symmetric

Physical

Optical

2 years from date of sale. 

For current IES files please visit 
architectural.flosusa.com

Dimensions

Certifications

Photometrics

Warranty

B1 White 74 Black GL Matt Gold

Class 2

1.3”

0.2” min. / 1.2” max

ø1.4”

2.
7”
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Fixture Type

Job Name

Input Voltage

Control

Driver

Current	

Maximum delivered output

Efficacy 

120-277V

Standard 0-10V dimming 1% linear, DALI, 

and ELV Phase Cut

Remote

800mA / 850mA (see power supply options)

up to 218 lm 

up to 87 lm/W

Electrical & Control

Notes

Performance

EasyKap 30 Fixed
NON-IC Ceiling Recessed Trim Downlight

2 years from date of sale. 

For current IES files please visit 
architectural.flosusa.com

Class 2

Certifications

Photometrics

Warranty

Dimensions

POWER SUPPLY

B: Register for service 
operation is required

h= 2.7” min.

1.3”

0.2” min. / 1.2” max

ø1.4”

2.
7”

Integral LED. COB is not field replaceable.

NON-IC rated luminaire.

Location: Indoor dry locations only.

min 0.19”
max 1.18”

2
.7
”

min 0.19”
max 1.18”

2
.8
”
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Fixture Type

Job Name

EasyKap 30 Fixed
NON-IC Ceiling Recessed Trim Downlight

How to specify Set of 1 Spot

A9S 

Part Number Finish

0 5 7 6 0 0 B 9A1 S

Dimming Protocol
or

Variant

74 = Black

GL = Gold

B1 = White       

05.7605

05.7606

05.7607

05.7608

05.7600

05.7601

05.7602

05.7603

How to Specify		  ex. 05.7600.B1A9S

Initial Lumens         CRI    CCT         

229

229

229

229

90

3000

3000

3000

3000

222

222

222

222

2700

2700

2700

2700

2.5W  

19º

26º

34º

53º

Watts Beam AnglePart Number Finish Variant

Photometries

@3000

@2700

@3000

@2700

@3000

@2700

@3000

@2700

White B1 
Optic Spot Optic Medium Optic Flood Optic Wide Flood

19°
90º

60º

30º

90º

60º

30º1238 cd

Beam Angle: 19°

h(m) E(lx) D(m)

1 1238 0.34

2 309 0.67

3 138 1.01

4 77 1.34

5 50 1.68
Luminous flux luminaire
208 lm

26°
90º

60º

30º

90º

60º

30º786 cd

Beam Angle: 26°

h(m) E(lx) D(m)

1 786 0.47

2 196 0.93

3 87 1.40

4 49 1.86

5 31 2.33
Luminous flux luminaire
205 lm

34°
90º

60º

30º

90º

60º

30º480 cd

Beam Angle: 34°

h(m) E(lx) D(m)

1 480 0.62

2 120 1.23

3 53 1.85

4 30 2.47

5 19 3.09
Luminous flux luminaire
199 lm

53°
90º

60º

30º

90º

60º

30º237 cd

Beam Angle: 53°

h(m) E(lx) D(m)

1 237 1.00

2 59 2.00

3 26 3.01

4 15 4.01

5 9 5.01
Luminous flux luminaire
181 lm

19°
90º

60º

30º

90º

60º

30º1273 cd

Beam Angle: 19°

h(m) E(lx) D(m)

1 1273 0.34

2 318 0.67

3 141 1.01

4 80 1.34

5 51 1.68
Luminous flux luminaire
214 lm

26°
90º

60º

30º

90º

60º

30º809 cd

Beam Angle: 26°

h(m) E(lx) D(m)

1 809 0.47

2 202 0.93

3 90 1.40

4 51 1.86

5 32 2.33
Luminous flux luminaire
211 lm

34°
90º

60º

30º

90º

60º

30º465 cd

Beam Angle: 34°

h(m) E(lx) D(m)

1 465 0.62

2 116 1.23

3 52 1.85

4 29 2.47

5 19 3.09
Luminous flux luminaire
193 lm

53°
90º

60º

30º

90º

60º

30º230 cd

Beam Angle: 53°

h(m) E(lx) D(m)

1 230 1.00

2 58 2.00

3 26 3.01

4 14 4.01

5 9 5.01
Luminous flux luminaire
176 lm
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Fixture Type

Job Name

How to specify Set of 4 Spot

A9S

05.7625

05.7626

05.7627

05.7628

05.7620

05.7621

05.7622

05.7623

CCT         

229

229

229

229

90

3000

3000

3000

3000

222

222

222

222

2700

2700

2700

2700

19º

26º

34º

53º

Part Number

Photometries

@3000

@2700

@3000

@2700

@3000

@2700

@3000

@2700

White B1 
Optic Spot Optic Medium Optic Flood Optic Wide Flood

Initial Lumens         CRI    Watts Beam Angle Finish Variant

2.5W  74 = Black

GL = Gold

B1 = White       

EasyKap 30 Fixed
NON-IC Ceiling Recessed Trim Downlight

19°
90º

60º

30º

90º

60º

30º1238 cd

Beam Angle: 19°

h(m) E(lx) D(m)

1 1238 0.34

2 309 0.67

3 138 1.01

4 77 1.34

5 50 1.68
Luminous flux luminaire
208 lm

26°
90º

60º

30º

90º

60º

30º786 cd

Beam Angle: 26°

h(m) E(lx) D(m)

1 786 0.47

2 196 0.93

3 87 1.40

4 49 1.86

5 31 2.33
Luminous flux luminaire
205 lm

34°
90º

60º

30º

90º

60º

30º480 cd

Beam Angle: 34°

h(m) E(lx) D(m)

1 480 0.62

2 120 1.23

3 53 1.85

4 30 2.47

5 19 3.09
Luminous flux luminaire
199 lm

53°
90º

60º

30º

90º

60º

30º237 cd

Beam Angle: 53°

h(m) E(lx) D(m)

1 237 1.00

2 59 2.00

3 26 3.01

4 15 4.01

5 9 5.01
Luminous flux luminaire
181 lm

19°
90º

60º

30º

90º

60º

30º1273 cd

Beam Angle: 19°

h(m) E(lx) D(m)

1 1273 0.34

2 318 0.67

3 141 1.01

4 80 1.34

5 51 1.68
Luminous flux luminaire
214 lm

26°
90º

60º

30º

90º

60º

30º809 cd

Beam Angle: 26°

h(m) E(lx) D(m)

1 809 0.47

2 202 0.93

3 90 1.40

4 51 1.86

5 32 2.33
Luminous flux luminaire
211 lm

34°
90º

60º

30º

90º

60º

30º465 cd

Beam Angle: 34°

h(m) E(lx) D(m)

1 465 0.62

2 116 1.23

3 52 1.85

4 29 2.47

5 19 3.09
Luminous flux luminaire
193 lm

53°
90º

60º

30º

90º

60º

30º230 cd

Beam Angle: 53°

h(m) E(lx) D(m)

1 230 1.00

2 58 2.00

3 26 3.01

4 14 4.01

5 9 5.01
Luminous flux luminaire
176 lm



FLOS.  USA
36 East  31st  St reet
Su i te  402
New York  N.Y.  10016
(800 )  841.4011

Page 5 of 5

For more information contact your representative or go to architectural.flosusa.com 
©2025 Specifications and dimensions subject to change without notice. Issued 08.28.2025

Fixture Type

Job Name

Driver

Splice Box UL 7”x3-5/8”x1-1/4”, UL. With 
Eldoled Eco Drive 12W/s series Driver 
Programmed to 850MA, 12W, DALI 
Dimmable, 120-277V

Minimum: 1
Maximum: 4 (Maximum driver efficiency 
achieved with 4 light load)

Minimum: 1
Maximum: 4

Minimum: 1
Maximum: 4 (Maximum driver efficiency 
achieved with 4 light load)

LED DVR 40W 800mA , Variable Dim Triac, 
ELV, 120/277V input, Dip Switch settable, Dry 
location enclosure.

Splice Box UL 7”x3-5/8”x1-1/4”, UL. With 
Eldoled Eco Drive 12W/s series Driver 
Programmed to 850MA, 12W, 0-10V 
Dimmable, 120-277V.

SP12W850MA-DAL-T01 LEDSB40W800MA-V-Y1 SP12W850MA-10V-T01

7” 7” 7”

3-5/8”
3-5/8”

3-5/8”

1-1/4”
1-1/4”

1-1/4”

EasyKap 30 Fixed
NON-IC Ceiling Recessed Trim Downlight


