Fixture Type

FLOS

Job Name
Architectural
The Tracking Magnet EVO Suspension Up&Down
High-tech LED lighting system for interior architecture
Anthony Spot Track

3 ~
s @
%’
i
03.0"
ccT ‘ CRI ‘ Initial Lumens | Delivered Lumens ‘ Watts ‘ Beam Spread | Part Number Finish Dimming Protocol ‘ Photometric

-é./é‘ Beam Angle:  15°
N m) X m)
vf/ﬁ»# hm) _E()__ Dm)
/l‘m\\ 114285 027
2 3571 054
3000 | 90 1730 1425 16.5 150 03.8027 ‘A{,A‘ 3 1587 0.81
4 893 1.07
5 571 1.34
Luminous flux luminaire
1425 Im
Beam Angle:  15°
h(m) _ E(x) D(m)
112442 027
23110 054
2700 | 90 1620 1241 16.5 150 03.8025 3 1382 081
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[ ] 40 = white Dimmable on Board Luminous flux luminaire
1241 Im
W 14 = Black 1V = 0-10V, 10% Dimming
Beam Angle:  28°
74 05 = Chrome DA = DALI, 10% Dimming him) _E(x)_ D(m)
15799 049
2 1450 098
3000 | 90 1730 1426 16.5 320 03.8028 3 644 147
4 362 197
5 232 246
1399 Im
Beam Angle:  28°
h(m) E(x) D(m}
15145 049
2 1286 098
2700 | 90 1620 1242 16.5 320 03.8026 3 572 147
4 322 197
5 206 246
Luminous flux luminaire
1242Im

Optional Accessories Anthony Spot

Honeycomb

Elliptical Lens Flood Lens (28° Anthony Fixture +

Flood Lens = 359)

Part Number:
08.8419.14A

Part Number:
08.0050.00

Part Number:
08.8418.68A

FLOS. USA

36 East 31st Street

Suite 402

New York N.Y. 10016

(800) 841.4011

For more information contact your representative or go to architectural.flosusa.com BUS
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