FLOS

ARCHITECTURAL

The Tracking Magnet EVO

High-tech LED lighting system for interior architecture

Fixture Type

Job Name

Light Strip How to specify 03.8000.14.DA
N T T | @}
SEE TABLE 1141
Length ‘ CRI cCcT ‘ Initial Lumens | Delivered Lumens ‘ Watts ‘ Part Number Finish Dimming Protocol
11.8" (300 mm) 20 2700 558 244 6 03.8000
23.6" (600 mm) 90 2700 s 488 12 03.8001
Dimmable on Board
35.4" (900 mm) 90 2700 1673 732 18 03.8002 W 14 = Black 1V = 010V, 10% Dimming
DA = DALI, 10% Dimming
472" (1200 mm) 20 2700 2230 976 24 03.8003
59" (1500 mm) 90 2700 2788 1220 30 03.8004
Length CRI cCcT ‘ Initial Lumens | Delivered Lumens ‘ Watts ‘ Part Number Finish Dimming Protocol
11.8" (300 mm) 90 3000 590 258 6 03.8005
23.6" (600 mm) 90 3000 1180 516 12 03.8006
Dimmable on Board
35.4" (900 mm) 90 3000 1670 773 18 03.8007 M 14 = Black 1V = 0-10V, 10% Dimming
DA = DALI, 10% Dimming
47.2 " (1200 mm) 920 3000 2360 1031 24 03.8008
59" (1500 mm) 90 3000 2950 1289 30 03.8009
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For more information contact your representative or go to architectural.FlosUSA.com. c
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