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Fixture Type

Job Name

Eclectic @90 Fixed LED Array

Ceiling Recessed Downlight

Description

Eclectic is a recessed in ceiling, indoor luminaire, designed with a fully modular concept, following
the principles of circular design and economy. This means that the product, which is marketed as a
complete luminaire, can be broken down into a series of modules that define its features and which,

in turn, are offered as spare parts.

Lamp
Lamps Type LED Array
Wattage 9.6 W

Output Nominal

1023 Im /1072 Im

Color Temperature 2700K / 3000K
Color rendering CRI<90

Optical

Beam Angle (S/ M/ F / WF) 150 / 240 / 330 / 420
Lighting Type Direct

Light Distribution Symmetric

93.62

3.97"

Certifications

GUS

LISTED

Class 2

Photometrics

For current IES files please visit
architectural.flosusa.com

Warranty

Physical
Material Pressed steel and matte black, powder-coated
Aiming Fixed
Weight 0.641b
Ingress Protection Rating IP54
Finishes
D 40 White . 14 Black

2 years from date of sale.

FLOS. USA

36 East 31st Street
Suite 402

New York N.Y. 10016
(800) 841.4011

Installation type

Ceiling - Recessed, Non-IC
Requires minimum space of 9" above
ceiling

Environment

Indoor dry location

For more information contact your representative or go to architectural.flosusa.com
©2024 Specifications and dimensions subject to change without notice. Issued 04.02.2024
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Fixture Type
Job Name

Architectural
Eclectic @90 Fixed LED Array
Ceiling Recessed Downlight

—_— Electrical & Control
Voltage 36V
Control 1-10V
Current 275mA
Driver Location Attached Splice Box
Performance
 iARARR G ARMARS ARG E &/ Ldid i () Delivered Lumens From 743 Im To 890 Im
l} ‘ Efficacy up to 62.68 Im/W
ol L Sy ﬁ
FESS ’L
l x | \l Notes
\Q Beam spreads available in 15° and 42°.

. . Optional filters to be ordered separately.
Dimensions

Listings: UL Listed, IP54.

Installation frame ordered separately. When ordering registration tray the installation frame is

@ B included.

Requires minimum space of 9" above ceiling.

93.62

Specify luminaire with style module, example: 05.8100.14.UQ + 08.0721.40

3.97"

Certifications

c“s Class 2

LISTED

Photometrics

For current IES files please visit
architectural.flosusa.com

Warranty

2 years from date of sale.

FLOS. USA

36 East 31st Street

Suite 402 . . . . c @ us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com

(800) 841.4011 ©2024 Specifications and dimensions subject to change without notice. Issued 04.02.2024 LISTED
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Fixture Type

Job Name

FLOS

Architectural

Eclectic @90 Fixed LED Array

Ceiling Recessed Downlight

How to specify Eclectic @90 Fixed CONE

. 8 1 0 0 . 1 4 . U Q

Part Number Finish Dimming Protocol
or
Variant
How to Specify ex. 05.8100.14.UQ + 08.0721.40 (luminaire + style module)
| cct | CRI | Watts Initial Lumens | Delivered Lumens | Beam Angle | Part Number Finish Variant
791 150 05.8100
847 240 05.8101
[ ] 40 white , ,
2700 920 26 1023 uUQ = Splice Box, 1% dim,1-10V, 120V
. 14 Black
849 330 05.8102
791 420 05.8103
829 150 05.8120
888 240 05.8121
[ ] 40 white , ,
3000 920 26 1072 uUQ = Splice Box, 1% dim,1-10V, 120V
. 14 Black
890 330 05.8122
828 420 05.8123

Photometrics

2700K
Beam Angle:  15° Beam Angle:  24° Beam Angle:  15° Beam Angle:  24°
h(m) _E(x) _ D(m) him) E(x)  D(m) him) E(x) D(m) him) E(x)  D(m)
1 10411 027 1 5703 043 1 10855 0.27 1 5946 043
2 2603 0.54 2 1426 0.87 2 2714 054 2 1486 0.87
3 1157 081 3 634 1.30 3 1206 0.81 3 661 1.30
4 651 1.08 4 35% 173 4 678 1.08 4 372 173
5 416 1.36 5 228 217 5 434 136 5 238 217

Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire

862Im 9231m 899 Im 963 Im

SPOT MEDIUM SPOT MEDIUM

Beam Angle:  33° Beam Angle:  42° Beam Angle:  33° Beam Angle:  42°
him) E(x)  D(m) him) E(x)  D(m) him) E(x) D(m) him) E(x) D(m)
1 3300 059 1 1921 077 13441 059 1 2003 0.77
2 825 1.18 2 480 1.54 2 860 1.18 2 501 1.54
3 367 1.78 3 213 231 3 382 1.78 3 223 231
4 206 2.37 4 120 3.08 4 215 237 4 125 3.08
5 132 2.96 5 77 3.85 5 138 2.96 5 80 3.85

Luminous flux luminaire
925Im

FLOOD

FLOS. USA

36 East 31st Street

Suite 402

Luminous flux luminaire
8611m

WIDE FLOOD

Luminous flux luminaire
964 Im

FLOOD

Luminous flux luminaire
898 Im

WIDE FLOOD

BUS

LISTED
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For more information contact your representative or go to architectural.flosusa.com
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New York N.Y. 10016
(800) 841.4011



Fixture Type

Job Name

FLOS

Architectural

Eclectic @90 Fixed LED Array

Ceiling Recessed Downlight

How to specify Eclectic @90 Fixed SOFT

0 5 . 8 1 0 5 . 1 4 . U Q

Part Number Finish Dimming Protocol
or
Variant
How to Specify ex. 05.8105.14.UQ + 08.0721.40 (luminaire + style module)
| cct | CRI | Watts Initial Lumens | Delivered Lumens | Beam Angle | Part Number Finish Variant
789 150 05.8105
846 240 05.8106
[ ] 40 white ) )
2700 920 26 1023 uUQ = Splice Box, 1% dim,1-10V, 120V
. 14 Black
849 330 05.8107
791 420 05.8108
827 150 05.8125
887 240 05.8126
[ ] 40 white ) )
3000 920 26 1072 uUQ = Splice Box, 1% dim,1-10V, 120V
: . 14 Black
890 330 05.8127
829 420 05.8128

Photometrics

2700K
Beam Angle:  15° Beam Angle:  24° Beam Angle:  15° Beam Angle:  24°
h(m) _E(x) _ D(m) him) E(x)  D(m) him) E(x) D(m) him) E(x)  D(m)
110404 027 . 1 5713 043 1 10846 0.27 1 5956 043
2 2601 0.54 ’ ' 2 1428 0.87 2 2712 054 2 1489 0.87
3 1156 0.81 ’.‘III” 3 635 130 31205 081 3 662 130
4 650 1.09 .u“' 4 357 173 4 678 1.09 4 372 173
5 416 1.36 5 229 216 5 434 136 5 238 216

Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire

860 Im 9221m 896 Im 961 Im

SPOT MEDIUM SPOT MEDIUM

Beam Angle:  33° Beam Angle:  42° Beam Angle:  33° Beam Angle:  42°
him) E(x)  D(m) him) E(x)  D(m) him) E(x) D(m) him) E(x) D(m)
1 3276 059 11939 077 13416 059 12021 077
2 819 1.19 2 485 1.53 2 854 1.19 2 505 1.53
3 364 1.78 3 215 230 3 380 1.78 3 225 230
4 205 2.38 4 121 3.06 4 213 2.38 4 126 3.06
5 131 2.97 5 78 3.83 5 137 297 5 81 383

Luminous flux luminaire
925Im

FLOOD

FLOS. USA

36 East 31st Street

Suite 402

Luminous flux luminaire
8621m

WIDE FLOOD

Luminous flux luminaire
964 Im

FLOOD

Luminous flux luminaire
899 Im

WIDE FLOOD

BUS
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For more information contact your representative or go to architectural.flosusa.com
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Fixture Type

Job Name

FLOS

Architectural

Eclectic @90 Fixed LED Array

Ceiling Recessed Downlight

How to specify Eclectic @90 Fixed FLAT

0 5 . 8 1 1 0 . 1 4 . U Q

Part Number Finish Dimming Protocol
or
Variant
How to Specify ex. 05.8110.14.UQ + 08.0721.40 (luminaire + style module)
| cct | CRI | Watts Initial Lumens | Delivered Lumens | Beam Angle | Part Number Finish Variant
789 150 05.8110
829 240 05.811
[ ] 40 white , ,
2700 920 26 1023 uUQ = Splice Box, 1% dim,1-10V, 120V
. 14 Black
827 330 05.8112
743 420 05.8113
827 150 05.8130
869 240 05.8131
[ ] 40 white , ,
3000 920 26 1072 uUQ = Splice Box, 1% dim,1-10V, 120V
. 14 Black
866 33¢ 05.8132
778 420 05.8133

Photometrics

2700K
Beam Angle:  15° Beam Angle:  25° Beam Angle:  15° Beam Angle:  25°
him) E(x)  D(m) him) E(x)  D(m) him) E(x) D(m) him) E(x)  D(m)
1 10845 0.27 1 5573 044 1 11306 0.27 b 1 5810 044
2 2711 053 2 1393 0.88 2 2827 0.53 ’.‘. 2 1453 0.88
3 1205 0.80 3 619 1.32 3 1256 0.80 ’..‘I ' 3 646 132
4 678 1.07 4 348 1.76 4 707 _1.07 .“u' 4 363 176
5 434 1.34 5 223 220 5 452 1.34 5 232 220

Luminous flux luminaire
860 Im

SPOT

Luminous flux luminaire
903 Im

MEDIUM

Luminous flux luminaire
897 Im

SPOT

Luminous flux luminaire
942 Im

MEDIUM

Beam Angle:  33° Beam Angle:  42° Beam Angle:  33° Beam Angle:  42°

him) E(x)  D(m) him) E(x)  D(m) him) E(x) D(m) him) E(x) D(m)

13292 059 1 1862 076 1 3432 059 11942 076

2 823 1.18 2 466 1.52 2 858 1.18 2 485 1.52

3 366 1.77 3 207 2.28 3 381 177 3 216 228

4 206 2.36 4 116 3.04 4 215 236 4 121 3.04

5 132 2.95 5 74 381 5 137 295 5 78 3.81
Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire
901 Im 809 Im 939 Im 844 Im

FLOOD WIDE FLOOD FLOOD WIDE FLOOD

FLOS. USA
36 East 31st Street
Suite 402 . . . . c Us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com

©2024 Specifications and dimensions subject to change without notice. Issued 04.02.2024 LISTED
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Fixture Type

Job Name

FLOS

Architectural

Eclectic @90 Fixed LED Array

Ceiling Recessed Downlight

Required Acessories

Trim Frame. No Trim Frame.
[ ] 08.0671.40 08.0673.00
Il 08.0671.14
. S
/ Q_\_/ =
©3.93”
>
<
Q
ARNZE

Optional Acessories

Honeycomb Dichroic CCT Filter Dichroic CCT Filter
Increase Decrease
2700K » 3125%75K 2700K » 3125%75K
3000K » 3600+75K 3000K » 3600%75K
08.0728.00 08.0735.00 08.0736.00

N

FLOS. USA

36 East 31st Street

Suite 402 ) . . .

New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com

(800) 841.4011 ©2024 Specifications and dimensions subject to change without notice. Issued 04.02.2024
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FLOS

Architectural

Eclectic @90 Fixed LED Array

Ceiling Recessed Downlight

Spare Parts

Fixture Type

Job Name

Lenses Orientation Module Style Modules CONE
Optic Spot 08.0714.00 08.0741.00 08.0724.40
Optic Medium 08.0715.00 08.0724.14
Optic Flood 08.0716.00

Optic Wide Flood 08.0717.00

P N S
N

g

Style Modules SOFT

Style Modules FLAT

08.0725.40
08.0725.14

08.0726.40
08.0726.14

g

FLOS. USA

36 East 31st Street
Suite 402

New York N.Y. 10016
(800) 841.4011

g,

For more information contact your representative or go to architectural.flosusa.com
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FLOS

Architectural

Fixture Type

Job Name

Eclectic @90 Fixed LED Array

Ceiling Recessed Downlight

Driver

Splice Box 275mA 1-10V, 120V, LED Array

Splice Box 275mA 0-10V, 120V, LED Array

06.0413.00.90

06.0405.00.90

FLOS. USA

36 East 31st Street
Suite 402

New York N.Y. 10016
(800) 841.4011

For more information contact your representative or go to architectural.flosusa.com
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