Fixture Type
Job Name

Architectural

Light Shadow Spot 60

LED accent lighting module for installation in The Tracking Magnet
or Infra-Structure systems.

Description

A range of spots that offers the exclusive and patented Flos technology for its Light
Shadow family of luminaires, with double focal lenses and high shielding optical body
and maximum visual comfort. The unbeatable treatment of the raw light source flux
results in an excellent Light Output Ratio in any of its beam angles. This, together with
an even and impeccable light distribution, makes this family of spotlights the perfect
lighting tool for the most demanding professional projects.

Lamp
= Lamp Type LED Array
Wattage Super Spot 10W
e e B i Wattage S/ M/ F / WF 20W
o . 1 Initial Lumens Super Spot 799 Im / 844 Im
_ ~ g Initial Lumens S / M / F / WF 1593 Im / 1751 Im
Color Temperature 2700K / 3000K
. . Color rendering CRI 90
Dimmensions
—r Optical
Visible : -
limit ) Beam Angle SS-90/S-150/M-26/F-33/WF-43
o 2 ¢ Lighting Type Direct
- Light Distribution Symmetric
02.2"
——T Physical
[ B Material Aluminum
SN Aiming Adjustable
ap Weight 1Lbs
360°
. Ingress Protection Rating IP20
Certifications
Maximum tilt Angle 90°
cus Rotation 360°
LISTED Finishes [ ] aownite [l 14Black " ER=Brushed ] ES=Brushed [ EQ =Brushed
Steel Bronze Copper
Photometrics \
For current IES files please visit
arch.flosusa.com
Warranty Installation type Track
2 years from date of sale. Environment Indoor
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Fixture Type
Job Name

Architectural

Light Shadow Spot 60

LED accent lighting module for installation in The Tracking Magnet
or Infra-Structure systems.

Electrical & Control

Driver location Remote
Driver Input Voltage 120V-277V
Forward Voltage 48V
Current mA Super Spot 250mA
Current mAS/M/F/WF 500mA
Control Dimmer on Board, 1-10V, DALI, Casambi
Class 2
ke BEER BI h 4. SR L 'l
i 1
EL. > sl — L Performance
Maximum delivered output up to 1304 Im / up to 1431 Im
Efficacy up to 143 Im/W
Dimmensions
-
Visible
[imit
e B |0
<
02.2"
I E—
f—
L
90 |
('/ Ty
3607
Certifications
LISTED
Photometrics
For current IES files please visit
arch.flosusa.com
Warranty
2 years from date of sale.
FLOS. USA
36 East 31st Street
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Fixture Type

FLOS

Job Name

Architectural

Light Shadow Spot 60

LED accent lighting module for installation in The Tracking Magnet or Infra-Structure systems.

How to specify

0 5 9 0 6 0 1 4 D A
Part Number Finish Dimming Protocol
or
Variant
ccT CRI Initial Lumens Delivered Lumens Watts Beam Spread Part Number | Finish Dimming Protocol
40 = White ;
3000 20 844 808 10 90 05.9065 g 4 = Black Dimmable on Board
I = plac 1V = 0-10V, 10% Dimming
. ER =Brushed Steel . )
. ES = Brushed Bronze CB = Dimmable Casambi
o _ . .
2700 90 799 765 10 9 05.9060 . EQ = Brushed Copper DA = DALI, 10% Dimming
3000 90 1751 1375 20 150 05.9066 (] 40=wnite Dimmable on Board
,. 14 = Black 1V = 0410V, 10% Dimming
. ER =Brushed Steel
CB = Dimmable Casambi
ES = Brushed Bronze
2700 90 1593 1251 20 150 05.9061 u ! ? B N
[ EQ =Brushed Copper | DA = DALI, 10% Dimming
3000 90 1751 1427 20 260 05.9067 (] 40=white Dimmable on Board
B 14=Black o
» 1V = 0-10V, 10% Dimming
. ER =Brushed Steel
CB = Dimmable Casambi
ES = Brushed B
2700 90 1593 1298 20 260 05.9062 | rushea Bronze o
I £Q = Brushed Copper | DA = DALI, 10% Dimming
3000 90 1751 1431 20 330 05.9068 L] 40=white Dimmable on Board
B 14=Black o
- 1V = 0-10V, 10% Dimming
. ER =Brushed Steel
CB = Dimmable Casambi
ES = Brushed Bronze
2700 20 1593 1304 20 330 05.9063 || _ o by
. EQ = Brushed Copper | DA = DALI, 10% Dimming
3000 90 1751 1390 20 430 05.9069 L] 40=wnite Dimmable on Board
14 = Black
,. ac 1V = 0-10V, 10% Dimming
. ER =Brushed Steel
CB = Dimmable Casambi
. ES = Brushed Bronze
0
2700 90 1593 1268 20 43 05.9064 B £0 - Brushed Copper | DA = DALI, 10% Dirming
FLOS. USA
36 East 31st Street
Suite 402 C us

New York N.Y. 10016
(800) 841.4011
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F | OS Fixture Type
Job Name

Architectural

Light Shadow Spot 60

LED accent lighting module for installation in The Tracking Magnet or Infra-Structure systems.

Photometric
Super Spot 9°
2700K 3000K
Beam Angle:  9° Beam Angle: 9% Beam Angle:  15° Beam Angle:  15°
hm) _E(x_ D(m) 0 9] b ew o) him) _E(x  D(m) him) E(x  Dim)
124922 0.16 607 e 126322 0.6 114350 0.27 115772 027
2 6230 032 2 4581 032 2 3587 054 2 3943 054
3 2769 048 3 2925 0.48 3 1594 081 3 1752 081
4 1558 0.4 4 1645 0.64 4 897 1.09 4 986 1.09
5 997 080 302 726322cd\” 30 5 1053 0.80 5 574 136 5 631 136
Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire
765 Im 808 Im 1251 Im 1375Im
Medium 26° Flood 33°
2700K 3000K 2700K 3000K
Beam Angle:  26° Beam Angle:  26° Beam Angle:  33° Beam Angle:  33°
i 70 h(m) E(x) D(m) 70 70 h(m) _ E(lx) D(m) i % h(m) _ E(x) D(m) i W him) __E(x) D(m)
0 %bo| 17377 045 0 %bo| 18110 045 oo o] 14472 060 o bo| 14907 060
2 1844 091 2 2027 091 2 1118 1.0 2 1227 120
3 820 136 3901 136 3 497 1.80 3 545 1.80
4 461 1.82 4 507 182 4 279 240 4 307 240
30° 7 7377cd 0] 5 295 227 0° 7 8110 cd 07 5 324 227 30° 7 4472cd U307 5 179 3.00 30° 7 4907c¢d 130 5 196 3.00
Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire Luminous flux luminaire
1298 Im 1427 Im 1304 Im 1431 Im
Wide Flood 43°
2700K 3000K
Beam Angle:  43° Beam Angle:  43°
h(m) E(x) D(m) 70 %, h(m) _E(x)  D(m)
12761 079 Ay s 13026 079
2 690 159 2 757 159
3 307 238 3 33 238
4173 347 4 189 317
5 110 397 30° 73026cd T 309 5 121 397
Luminous flux luminaire Luminous flux luminaire
1268 Im 1390Im
FLOS. USA
36 East 31st Street
Suite 402 . . . .
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com c us
(800) 841.4011 ©2024 Specifications and dimensions subject to change without notice. Issued 05.14.2024 LISTED
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FLOS

Architectural

Light Shadow Spot 60

LED accent lighting module for installation in The Tracking Magnet or Infra-Structure systems.

Optional Accessories

Fixture Type

Job Name

Honeycomb Super Spot

Honeycomb Spot / Medium / Flood / Wide Flood

Part Number:

08.0175.14

Part Number:

08.0176.14

INCREASE

INCREASE

Dicroic Super Spot

2700K >> 3125+75K
3000K >> 3600+75K

Dicroic Spot / Medium / Flood / Wide Flood  2700K >> 3125+75K

3000K >> 3600+75K

Part Number:

08.0796.00

Part Number:

08.0798.00

DECREASE

DECREASE

Dicroic Super Spot

2700K >> 2450+75K
3000K >> 2700+75K

Dicroic Spot / Medium / Flood / Wide Flood  2700K >> 2450+75K

3000K >> 2700+75K

Part Number:

08.0797.00

Part Number:

08.0799.00

FLOS. USA

36 East 31st Street

Suite 402 ) ) " " (H @ us
New York N.Y. 10016 For more information contact your representative or go to architectural.flosusa.com
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