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Vehicle Information
1970 Plymouth Road Runner
Vin:
License:

All categories that need attention are
automatically expanded, but you can expand any
category by clicking the (+) sign next to each
category

Excellent

Good

  CATEGORY: TEST DRIVE

TRANSMISSION SHIFTING OPERATION

Tech Notes:CAN GET INTO ALL GEARS WITH NO
ISSUES. NOT ABLE TO DETERMINE HOW IT
SHIFTS WHILE DRIVING.

  CATEGORY: EXTERIOR

WINDSHIELD, GLASS

MIRRORS

  CATEGORY: UNDERHOOD

HOSES

  CATEGORY: TIRES

TIRES RUBBING OR SCRAPING?

  CATEGORY: BRAKES

BRAKE FLUID LEAKS

  CATEGORY: UNDER VEHICLE

ENGINE, TRANS, EXHAUST OR OTHER RUBBING OR
HITTING

  CATEGORY: POWERTRAIN

DRIVESHAFT AND U-JOINTS

  CATEGORY: STEERING AND SUSPENSION

LINKAGE

BALL JOINTS AND BUSHINGS

Tech Notes:NO PLAY

TIE RODS, IDLER ARM, PITMAN ARM CENTER LINK

Fair

  CATEGORY: TEST DRIVE

BRAKE PEDAL FEEL

Tech Notes:MANUAL BRAKES. HAS GOOD
PEDAL PRESSURE. CHECKING ON THE LIFT,
PEDAL HAS TO BE PRESSURE QUITE FIRMLY TO
GET ALL 4 BRAKES TO HOLD.

  CATEGORY: UNDERHOOD

CONDITION OF TUNE UP/IGN PARTS (CAP, ROTOR,
WIRES, COIL)

Tech Notes:POINTS ON CAP ARE SLIGHTLY
BURNED. WIRES ARE STILL PLIABLE. PLUGS ARE
FAIRLY OLD AND RUSTED. HAS NGK PLUGS.
POINT HAS MINOR BUILD UP CORROSION.
RECOMMEND PERFORM FULL TUNE UP TO
ENSURE GOOD OPERATION OF IGNITION
SYSTEM. ALSO RECOMMEND UPGRADE TO
PERTRONIX IGNITION. ROUTING OF THE PLUG
WIRES ON DRIVER SIDE WILL CAUSE THEM TO
MELT AS THEY ARE TOUCHING THE MANIFOLD.

  CATEGORY: STEERING AND SUSPENSION

SHOCKS AND STRUTS

Poor

  CATEGORY: INTERIOR

SEATS MOUNTED SECURELY

Tech Notes:MISSING REAR SEAT CUSHION.
FRONT SEATS AND HEADREST HAVE MOLD
BUILD UP

  CATEGORY: EXTERIOR

WIPER BLADE, ARM CONDITION

Tech Notes:ARM IS OK. BLADES NEED
REPLACING

  CATEGORY: TIRES

WHEELS - CONDITION, CORRECTNESS, LUGS

Tech Notes:EACH WHEEL HAS 1 OR MORE LUG
NUT AND CENTER CAP MISSING. MOST OR ALL
INSIDE THE VEHICLE. WHEEL STUDS ARE
RUSTED DUE TO BEING EXPOSED.

  CATEGORY: BRAKES

MASTER CYLINDER

Tech Notes:HOUSING RUSTED. NO EXTERNAL
LEAKS. FLUID IS VERY BROWN. WITH VEHICLE
SITTING FOR SOME TIME, UNKNOWN HOW
LONG THE MASTER WITH LAST. SEALS COULD
BLOW AT ANYTIME. RECOMMEND REPLACE.

  CATEGORY: STEERING AND SUSPENSION

STEERING COLUMN

Tech Notes:WIRING AT COLUMN HAS BEEN
MODIFIED

  CATEGORY: ELECTRICAL

STARTER AND ALTERNATOR

Tech Notes:ALTERNATOR DOES SPIN BUT
HOUSING IS NOT IN THE BEST OF SHAPES.

Bad

  CATEGORY: TEST DRIVE

PARKING BRAKE OPERATION

Tech Notes:PEDAL IS FIRM AND SOUNDS LIKE
SOMETHING RUBBING UNDERNEATH WHEN
OPERATING. DOES NOT HOLD WELL. LR HOLDS
IF PRDAL IS JAMMED DOWN AS MUCH AS
POSSIBLE. RR DOES NOT HOLD AT ALL

HVAC OPERATION DURING DRIVE

Tech Notes:INOP

CHARGING SYSTEM, CRANKING/STARTING
OBSERVATIONS

Tech Notes:DOES NOT RUN AT THIS TIME TO
CHECK. MISSING ALTERNATOR BELT. BATTERY
IS DEAD AND NEEDS REPLACED. GROUP 34.

  CATEGORY: INTERIOR

WIPERS - OPERATION

Tech Notes:WIPER LINKAGE HAS COME APART.
WIPER MOTOR DOES NOT OPERATE. NEEDS
INVESTIGATING

HORN

Tech Notes:CAN HEAR FAINT NOISE FROM
HORN SIREN BUT IT WILL NEED REPLACING

SEAT BELTS

Tech Notes:BOTH DRIVER SEAT BELT
BUCKLEARE RUSTED. ONE DOES NOT SPRING
BACK DUE TO BROKEN SPRING AND RUST.
REAR BUCKLES MISSING. TONGUES ARE
PRESENT.

HEADLIGHTS, DASH BACKLIGHTING, TURN SIGNALS

Tech Notes:NO DASH BACKLIGHTING.
RHEOSTAT DOES NOT WORK AND IS VERY
STIFF. TURN SIGNALS INOP. BACK UP LIGHTS
INOP. TAG LIGHT INOP. DOME LIGHT INOP. DOOR
JAM SWITCH INOP.

HEAT, AC, BLOWER FAN, DEFROST

Tech Notes:INOP

DOOR AND LOCK OPERATION

Tech Notes:DRIVER AND PASS DOORS ARE
HARD TO OPEN. HAVE TO YANK HARD TO OPEN
DOOR. DRIVER DOOR CLOSES NO PROBLEM.
PASS REQUIRES SLAMMING HARD. DRIVER AND
PASS EXTERIOR DOOR BUTTON STICKS. DRIVER
EXTERIOR DOOR HANDLE IS LOOSE PASS DOOR
HAS ALIGNMENT ISSUE AS IT STICKS TOO FAR
OUT

STEREO OPERATION

Tech Notes:INOP

CIG LIGHTER SOCKET

Tech Notes:INOP

GAUGE, LENS, KNOBS AND HANDLE
CRACKS/APPEARANCE

Tech Notes:SHIFT PATTERN LENS IS CRACKED.
BOOTH IS CRACKING. SHIFTER BEZEL IS NOT
SECURED. CLUSTER HAS HOLES DRILLED INTO
IT NEXT TO THE BRAKE WARNING LAMP. MOST
OF THE CHROME TRIM IS PITTED. BOTH DOOR
ARM RESTS ARE CRACKED AND TAPPED UP.
MISSING COVER NEXT TO HVAC PANEL. ASH
TRAY RUSTED

UNDER DASH WIRING CONDITION

Tech Notes:LOTS OF HANGING WIRES. LOOKS
TO HAVE BEEN REWIRED AT SOME POINT. MOST
OF THE INTERIOR ELECTRICAL ARE NOT
WORKING. WOULD BE BEST TO DO A COMPLETE
REWIRE.
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TRUNK WIRING CONDITION

Tech Notes:SOMEONE HAS TRIED TO FIX A
GROUNDING ISSUE FOR THE TAILLIGHTS.
WIRES EVERYWHERE. REPAIRS IN VARIOUS
PARTS OF THE ORIGINAL WIRING. STEREO
WIRING HANGING AND TAPPED UP.

  CATEGORY: EXTERIOR

RUST HOLE, LOOSE TRIM, BUMPERS

Tech Notes:NO TRUNK SEAL. TRUNK PAN HAS
BEEN REPAIRED AND REPAIRED POORLY.
ALREADY RUSTING APART. LARGE HOLES ON
BOTH REAR CORNERS OF THE TRUNK. VARIOUS
PAINT CRACKS ALL OVER THE VEHICLE.
BOTTOMS OF THE DOORS ARE RUSTING OUT.
DRIVERS DOOR LATCH/STRIKER PANEL AREA
HAS RUSTED THROUGH AND SOMEONE HAS
TRIED TO REINFORCE WITH A PIECE OF METAL.
NO ANTENNA. TRUNK LID HAS RUST HOLES.

GAS DOOR

Tech Notes:LOCKING GAS CAP IS VERY BAD
SHAPE. FILLER NECK IS RUSTED. TANK IS IN
VERY BAD SHAPE INTERNALLY. GAS IS BAD.

HEADLIGHTS

Tech Notes:DIM. BOTH LOW BEAM WORK BUT
RIGHT LOW BEAM TURNS OFF WHEN HI BEAM
IS ON. WIRING ISSUE. NO PHYSICAL ISSUES

MARKER LIGHTS

Tech Notes:LR MARKER INOP

TURN SIGNALS

Tech Notes:INOP.

BRAKE LIGHTS

Tech Notes:WIRING ISSUES. NO PHYSICAL
ISSUES

  CATEGORY: UNDERHOOD

ENGINE OIL

Tech Notes:NO OIL ON DIPSTICK. WHAT LITTLE I
COULD GET, THE OIL IS VERY BLACK

ENGINE COOLANT

Tech Notes:HOSE CLAMP ON RAD HOSE IS
LOOSE. LOWER HAS THE ORIGINAL PUSH DOWN
THE HOSE AND A WORM CLAMP INSTALLED.
HOSE IS BARELY PAST THE CLAMP. COOLANT IS
DISCOLORED. RADIATOR IN ROUGH SHAPE AND
LEAKING. WATER PUMP PULLEY MISSING.
PUMP DOES SPIN EASILY. FAN AND SHROUD
MISSING.

BELTS

Tech Notes:ALL BELTS MISSING.

AIR FILTER

Tech Notes:NEEDS REPLACING

FLUID LEAKS

Tech Notes:PS PUMP. VALVE COVERS MAY HAVE
AT SOME POINT BUT WITH THE MOTOR NOT
HAVING BEEN RUNNING FOR SOMETIME ANY
FLUIDS THAT DID LEAK HAS DRIED UP.

SHIELDS, COVERS

Tech Notes:NO FAN SHROUD

FUEL LEAKS

Tech Notes:FUEL HOSE AT PUMP IS LEAKING.
ALSO HAS THE CLEAR PLASTIC FUEL FILTER
AND IT IS FILLED WITH THE BAD GAS. NEEDS
NEW FUEL HOSES, FILTER AND RECOMMEND
PUMP TOO.

WASHER SYSTEM - FLUID, RESERVOIR PRESENT,
OPERATION

Tech Notes:INOP. ALL COMPONENTS ARE
PRESENT

OTHER

Tech Notes: TURNING THE MOTOR OVER BY
HAND-SPINS OVER WITH NO RESTRICTION BUT
THERE IS ALSO A VERY LACK OF
COMPRESSION. NEED TO DO A COMPRESSION
AND LEAK DOWN TEST. CAN ALSO PULL THE
PLUGS AND BORESCOPE THE CYLINDERS.
CONCERN IS THE RINGS ARE STUCK AND NOT
SEALING. CARB IS A CARTER AFB. MANUAL
CHOKE WHICH HAS A PIECE OF WIRE HOLDING
IT IN PLACE SO CHOKE DOES NOT WORK. HAS
SOME SHAFT PLAY IN THE THROTTLE AND
SECONDARY SHAFTS. RECOMMEND
REPLACING AND WIRE FOR ELECTRONIC
CHOKE

  CATEGORY: TIRES

TIRE CONDITION, TREAD, AIR PRESSURE, SIZES

Tech Notes:NEEDS 4 TIRES. AGE AND ALL TIRES
ARE OUT OF ROUND.

DOT TIRE DATE CODES

Tech Notes:3517. 8YRS OLD.

  WATCH VIDEO

  WATCH VIDEO



  CATEGORY: BRAKES

FRONT CALIPERS/PADS, SHOES/WHEEL CYLS

Tech Notes:WHEEL CYLINDERS LEAKING.
SHOES AT 5-6MM. LF HAVE SOME MINOR RUST
ON BRAKING SURFACE. RF DRUM HAS SCORING

REAR CALIPERS/PADS, SHOES/WHEEL CYLS

Tech Notes:SHOES AT 5-6MM. DRUMS RUSTED
ON BRAKING SURFACES. WHEEL CYLINDER IN
VERY POOR SHAPE. NOT CURRENTLY LEAKING
BUT SOON TO BECOME AN ISSUE

PARKING BRAKE OPERATION

Tech Notes:ALL CABLES ARE RUSTED. CABLE
GROMMET INTO FIREWALL HAS COME APART
AND IS NO LONGER SEALING. CABLES WILL NOT
MOVE FREELY. NEED TO REPLACE ALL CABLES.

BRAKE LINES

Tech Notes:REAR AXLE LINES RUSTED. LINE TO
REAR HOSE HAS BEEN REPLACED IN A SMALL
SECTION. THE FRONT TO REAR BRAKE LINE IS
IN POOR CONDITION. RF BRAKE LINE FITTING IS
ROUNDED WHEN THE HOSE WAS REPLACED.
NEEDS ALL NEW LINES

BRAKE LINES AND HOSES

Tech Notes:LF AND REAR HOSES NEED TO BE
REPLACED. HOSES ARE CRACKING. RF HAS
BEEN REPLACED

BRAKE FLUID CONDITION

Tech Notes:NEEDS FLUSHED

  CATEGORY: UNDER VEHICLE

EXHAUST SYSTEM

Tech Notes:COMPLETE SYSTEM IS RUSTED. PIN
HOLE IN TAIL PIPE ON RIGHT JUST AFTER
MUFFLER. ANY SERVICING OR REMOVING OFF
THR SYSTEM WILL BE DIFFICULT AND HIGH
POTENTIAL FOR BREAKING HARDWARE. LR
TAILPIPE HANGER HAS A WOOD DOWEL
SHOVED IN PLACE TO KEEP TAILPIPE FROM
MOVING OR PRESSED DOWN

FLUID LEAKS

Tech Notes:OIL PAN HAS BEEN REPAIRED WITH
EPOXY AND IT IS STILL LEAKING. NEEDS
ENGINE OIL PAN AND GASKET. REAR MAIN SEAL
LEAKING. OIL FILTER CRUSHED FROM ATTEMPT
AT REMOVAL

FUEL LEAKS

Tech Notes:FUEL LINE FROM PUMP TO TANK IS
RUSTED. NEED TO REPLACE ALL. TANK HAS
SPOTS OF RUST. RIGHT VALVE COVER GASKET
LEAKING



RUST, FRAME, FLOORS, TRUNK, ETC

Tech Notes:VARIOUS PATCHES THROUGHOUT
THE CAR. REAR BODY STRUCTURE IN THE REAR
IS ABOUT GONE. FRAME RAILS IN THE FRONT
AND BACK, RUSTED,RUSTED THROUGH, AND
SMASHED. PINCH WELDS CRUSHED. SEE
PICTURES

ENGINE AND TRANS MOUNTS

Tech Notes:ENGINE AND TRANS MOUNTS ARE
BAD. TRANS MOUNT MISSING 1 BOLT AND HAS
BEEN HELICOILED.

BODY AND CHASSIS GROUNDS

Tech Notes:ONLY BATTERY GROUND AND IS
NOT IN GOOD SHAPE. NEED TO ADD MORE
GROUNDS

  CATEGORY: POWERTRAIN

TRANS OPERATION, LINKAGE, SHIFTER, LEAKS

Tech Notes:TRANS LEAKING FROM ALL
SEALING POINTS. REVERSE LINKAGE SLIGHTLY
LOOSE. TRANS SPEEDO NOT ORIENTED
CORRECTLY. MISSING LOWER HALF
BELLHOUSING TO ENGINE BOLTS

DIFFERENTIAL LEAKS, PLAY

Tech Notes:DRAIN PLUG IS WET. LOTS OF PLAY
IN PINION

  WATCH VIDEO

REAR AXLE BEARINGS, PLAY, LEAKS

Tech Notes:BOTH WHEEL BEARINGS HAVE
PLAY. WILL NEED BEARINGS AND SEALS.

  CATEGORY: STEERING AND SUSPENSION

SPRINGS

Tech Notes:LEAF SPRING BUSHINGS
CRACKING. BOTH LEAF SPRING
SHACKLE/FRAME SLEEVE HAS SEPARATED
FROM THE FRAME.

CONTROL ARMS

Tech Notes:CONTROL ARM BUSHINGS TORN OR
IN BAD SHAPE. FRONT ECCENTRIC
BOLTS/HARDWARE IS RUSTED AND MORE
THAN LIKELY SEIZED.



SWAY BARS

Tech Notes:BUSHINGS BLOWN OUT

STEERING BOX, LINES, PUMP, RAG-JOINT

Tech Notes:STEERING BOX LEAKING. RAG
JOINT CLIP HAS COME APART. STEERING BOX
HAS EXCESSIVE PLAY

WHEEL BEARINGS

Tech Notes:VERY LOOSE. NEED TO
DISASSEMBLE,INSPECT, REPLACE

  CATEGORY: ELECTRICAL

WIRING PHYSICAL CONDITION

Tech Notes:CORROSION PRESENT AT BULK
HEAD CONNECTORS. WIRES JAMMED INTO THE
BULK HEAD CONNECTOR. VARIOUS LOOSE,
SPLICED, EXPOSED WIRING
PRESENT.ELECTRICAL HAZARD.

BATTERY AND CABLES

Tech Notes:GROUND NEEDS REPLACING.


